DATE: CUSTOMER PRINT:

CUSTOMER SIGN:

MOTOR OPTIONS:

O THP GENERAL PURPOSE (TEFC) MOTOR
O THP EXPLOSION PROOF MOTOR

MINIMUM SPACE REQUIRED
FOR PROPER MAINTENACE——_|

QTY. 1 - 1-2HP TEFC OR XP

1800 RPM 3 PHASE

MAIN GRINDING MOTOR

50LB. CAPACITY
INLET HOPPER

ADJUSTABLE
SLIDE GATE

4L RMS FINE ADJUSTMENT
ASSEMBLY ——
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SECTION A-A DETAIL A
SCALE1:3
USE TOLERANCE BLOCK
UNLESS OTHERWISE SPECIFIED:
SIGNED APPROVAL XX .02
XXX £.010
XXXX +.0005
APPROXIMATE ANTICIPATED BUILT FRACTIONS=£1/16
WEIGHT: START DATE: ANGLES= £1°
VENDOR:
VENDOR #: DESCRIPTION:
UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES. 6X6 SlNGLE PAlR
DRAWING SIZE: A REVISION: A NO STAND OR DlSC HARGE
ANTICIPATED SHIP DATE: DWG NO. DRAWN BY: DATE:
6X6SP

WEIGHT: 383.369383.369 SCALE:1:30 SHEET 1 OF 2
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